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 A P P L I C AT I O N

● DURAPACK Underpacking for control of the pressure 
for ink transfer and to compensate for different thick-
nesses between the cylinder undercut and the printing 
blanket or the printing plate. Underpacking Sheets are 
fi tted in the gap between the plate and the plate cylin-
der or blanket and blanket cylinder.

R A N G E

● Available as shown in both self adhesive and non 
adhesive format for use on both offset and web press-
es.
● Thicknesses of non adhesive formats between 0.050 
and 0.600 mm (microns).
● Thicknesses of self adhesive formats between 0.040 
and 0.600 mm (microns).

Q U A L I T Y

● Non-compressible material to facilitate accurate 
measurement of the thickness required.
● Durable, stable shape, anti-static properties and water 
resistant.
● Protects the cylinder against corrosion due to reduced 
capillary action of liquids between packing and cylinder.
● Use of the single self adhesive Polyester 
Underpacking sheet will help to avoid blanket move-
ment during printing – especially benefi cial on high 
speed sheet fed and web Offset presses.

AVA I L A B I L I T Y

● DURAPACK Polyester Underpacking is available in 
rolls -1300mm x 50 metres, or cut to sheet size (mini-
mum 10 sheets per size) in a blue material in self adhe-
sive (S/A), self adhesive mat (MTA- non slip grade for 
web presses) and non adhesive (N/A) formats.

● All rolls and sheets are printed with thickness in mi-
crons for easy identifi cation.

 Plastic Polyester Underpacking for plate and 
blanket cylinder packing for printing presses.

DURAPACK
 Plastic Polyester 

Underpacking 
 Alzas Calibradas de 

Plástico

 Alzas calibradas de poliéster  para planchas  y 
mantillas.
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DURAPACK         Plastic Polyester Underpacking 
 A P L I C A C I Ó N

● Las Alzas Calibradas de poliéster, se usan para el 
control de la presión en la transferencia de tinta y para 
compensar diferentes grosores entre el cilindro y la 
mantilla de impresión o la placa de impresión. Las Alzas 
Calibradas se montan en el hueco entre la plancha y el 
cilindro de plancha o mantilla y cilindro de mantilla.

G A M A

● Disponible tanto en auto-adhesivo como no adhesivo 
para uso tanto en Offset como rotativas.

● Espesores de formatos para no adhesivos entre 0,050 
y 0,600 mm.

● Espesores de formatos para auto adhesivas entre 
0,040 y 0,600mm.

C A L I D A D

● Material no compresible para facilitar la medición exac-
ta del espesor requerido.

● Forma duradera, estable, con propiedades antiestáti-
cas y resistentes al agua.

● Protege el cilindro contra la corrosión debido a la 
reducción de la acción capilar de líquidos entre mantilla 
y cilindro.

● El uso de la alza calibrada de poliéster autoadhesiva 
ayudará a evitar el movimiento durante la impresión 
siendo especialmente benefi cioso en procesos de alta 
velocidad de impresión Offset y rotativas Offset.

D I S P O N I B I L I D A D

● Las alzas calibradas de poliéster están disponibles en 
rollos-1300mm x 50 metros, o cortadas a un tamaño de 
hoja especifi co (con un mínimo de 10 hojas por tamaño) 
en material de color azul para el auto-adhesivo (S / A) y 
transparente parar el no adhesivo. La versión autoadhe-
siva neutraliza el grado de deslizamiento para las rotati-
vas.

● Todos los rollos y las hojas van impresas con referen-
cia de espesor en micras para su fácil identifi cación.

P L A S T I C  P O LY E S T E R  U N D E R PA C I N G

P C S  R e f e r e n c e T H I C K N E S S M a t e r i a l

 ( m m / m i c r o n s )

C D U P 0 4 0 S A 0 . 0 4 0  /  4 0 S / A

C D U P 0 5 0 N A 0 . 0 5 0  /  5 0 N / A

C D U P 0 7 5 N A 0 . 0 7 5  /  7 5 N / A

C D U P 0 8 0 S A 0 . 0 8 0  /  8 0 S / A

C D U P 1 0 0 S A &  C D U P 1 0 0 N A 0 . 1 0 0  /  1 0 0 S / A &  N / A

C D U P 1 2 0 S A 0 . 1 2 0  /  1 2 0 S / A

C D U P 1 2 5 N A 0 . 1 2 5  /  1 2 5 N / A

C D U P 1 4 0 S A 0 . 1 4 0  /  1 4 0 S / A

C D U P 1 5 0 N A 0 . 1 5 0  /  1 5 0 N / A

C D U P 1 6 0 S A 0 . 1 6 0  /  1 6 0 S / A

C D U P 1 7 5 N A 0 . 1 7 5  /  1 7 5 N / A

C D U P 1 8 0 S A 0 . 1 8 0  /  1 8 0 S / A

C D U P 2 0 0 S A &  C D U P 2 0 0 N A 0 . 2 0 0  /  2 0 0 S / A &  N / A

C D U P 2 3 0 S A &  C D U P 2 3 0 N A 0 . 2 3 0  /  2 3 0 S / A &  N / A

C D U P 2 5 0 S A &  C D U P 2 5 0 N A 0 . 2 5 0  /  2 5 0 S / A &  N / A

C D U P 2 8 0 S A &  C D U P 2 8 0 N A 0 . 2 8 0  /  2 8 0 S / A &  N / A

C D U P 3 0 0 S A &  C D U P 3 0 0 N A 0 . 3 0 0  /  3 0 0 S / A &  N / A

C D U P 3 3 0 S A &  C D U P 3 3 0 N A 0 . 3 3 0  /  3 3 0 S / A &  N / A

C D U P 3 5 0 S A &  C D U P 3 5 0 N A 0 . 3 5 0  /  3 5 0 S / A &  N / A

C D U P 4 0 0 S A &  C D U P 4 0 0 N A 0 . 4 0 0  /  4 0 0 S / A &  N / A

C D U P 4 2 0 S A &  C D U P 4 2 0 N A 0 . 4 2 0  /  4 2 0 S / A &  N / A

C D U P 4 5 0 S A &  C D U P 4 5 0 N A 0 . 4 5 0  /  4 5 0 S / A &  N / A

C D U P 5 0 0 S A &  C D U P 5 0 0 N A 0 . 5 0 0  /  5 0 0 S / A &  N / A

C D U P 5 5 0 S A &  C D U P 5 5 0 N A 0 . 5 5 0  /  5 5 0 S / A &  N / A

C D U P 6 6 0 S A &  C D U P 6 6 0 N A 0 . 6 6 0  /  6 6 0 S / A &  N / A

M AT  F O R  W E B  ( S E L F  A D H E S I V E )

P C S  R e f e r e n c e T H I C K N E S S M a t e r i a l

 ( m m  /  m i c r o n s )

C D U P 1 0 0 S A M TA 0 . 1 0 0  /  1 0 0 S / A

C D U P 1 2 0 S A M TA 0 . 1 2 0  /  1 2 0 S / A

C D U P 1 4 0 S A M TA 0 . 1 4 0  /  1 4 0 S / A

C D U P 1 6 0 S A M TA 0 . 1 6 0  /  1 6 0 S / A

C D U P 1 8 0 S A M TA 0 . 1 8 0  /  1 8 0 S / A

C D U P 2 0 0 S A M TA 0 . 2 0 0  /  2 0 0 S / A

C D U P 2 3 0 S A M TA 0 . 2 3 0  /  2 3 0 S / A

C D U P 2 5 0 S A M TA 0 . 2 5 0  /  2 5 0 S / A
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