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DURAPRESS
 Perfecting Jackets
 Camisas de Tirar y 

Retirar

 The DURAPRESS range of Impression Cylinder 
Perfecting Jackets are produced making use of the 
very latest technology to manufacture a “refi ned” 
Impression Cylinder Jacket suitable of use with all 
leading press makes.

 La gama de Chaquetas de Cilindro Perfecting 
DURAPRESS, se elaboran usando la tecnología 
más avanzada para la fabricación, obteniendo 
Chaquetas de Cilindro de impresión para su uso en 
todas las marcas de prensas líderes del mercado.

 A P P L I C AT I O N

● Replacement Impression Cylinder Jackets made to 
OEM specifi cations to enable perfect print perfecting on 
multicolour presses. 

● The hard wearing and effi cient ink repelling surface 
enables Perfecting presses to print on both sides of the 
sheet in one print run.

R A N G E

● For Impression Cylinder for Litho perfecting suitable 
for the full range of the following press makes:

● Heidelberg, Akiyama, Fuji, Shinohara, KBA, Komori, 
Mitsubishi, Roland, Roland Praktika, MAN Roland, 
Ryobi.

● For the Heidelberg press range the exact thickness 
of the jacket can be verifi ed by providing detail of the 
original HDM part number. The thickness detail can 
also be found at the lead edge Impression Cylinder on 
the drive side.

Q U A L I T Y

● Ceramic technology provides a jacket with strong, 
hard wearing and effi cient ink repelling surface. 

● Full range of thicknesses available to within 10 
microns tolerance to match exactly the undercut on the 
Impression Cylinder. Specially developed packaging 
that protects the product between manufacture, stock-
ing, transport and installation.

● Strong, high QUALITY and low tolerance of the 
jacket’s metal base and assists engineer upon 
installation to the press.

● Large format Heidelberg models such as SM102 
can be provided with fi xing aids for installation of 
the Perfecting Jacket. They are Loctite and Silicone 
Rubber. These components together with the use of 
the special tool for fi tting, by a qualifi ed engineer, are 
required in order to validate the warranty which com-
mences from date of safe installation.

AVA I L A B I L I T Y

● Large stock is available for range of Heidelberg and 
Komori press models in popular thicknesses.

● Advanced and fl exible production means that special 
sizes and thicknesses can be made to order to suit 
requirements, in low volume and still at a competitive 
price.  
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DURAPRESS                                            Perfecting Jackets
 A P L I C A C I Ó N

● Fabricada en base a las  especificaciones OEM para 
obtener una perfecta impresión en sistemas multicolor.
● La alta resistencia al desgaste junto a su eficaz 
repelente de tinta en la superficie,  permite a las prensas 
con sistemas de impresión en ambas caras, imprimir en 
una sola tirada.

G A M A
● Para cilindros de impresión, en prensas de las siguien-
tes marcas:
● Heidelberg, Akiyama, Fuji Shinohara, KBA, Komori, 
Mitsubishi, Roland, Roland Praktika, MAN Roland, Ryobi.
● Para la gama de prensas Heidelberg el espesor exacto 
de la chaqueta puede ser comprobado proporcionando el  
número original de HDM. El espesor puede también ser 
encontrado en el borde del Cilindro de Impresión en el 
lado de accionamiento.

C A L I D A D
● La tecnología de recubrimiento cerámico da como 
resultado una chaqueta con una fuerte y resistente 
superficie repelente a la tinta.
● Amplio rango de espesores menores de 10 micras de 
tolerancia que se ajustan perfectamente al cuerpo del 
cilindro de impresión.
Embalaje especialmente desarrollado con el fin de prote-
ger el producto durante los pasos de fabricación, alma-
cenaje, transporte e instalación.
● Base metálica de la chaqueta fuerte, de alta calidad y 
baja tolerancia lo cual facilita la labor de instalación a los 
ingenieros. 
● Los modelos Heidelberg de gran formato tales como 
SM102 , pueden ser suministrados junto con Pegamento 
y Silicona, para ayudar en la fijación en su instalación. 
Estos componentes, junto con el uso de  herramientas 
especiales para su instalación por un técnico cualifi-
cado, se requieren con el fin de validar la garantía,  que 
comienza a parir de la fecha de instalación segura.

D I S P O N I B I L I D A D
● Disponible en gran stock para la gama de prensas 
Heidelberg y Komori en espesores populares.
● La producción, avanzada y flexible,  implica que medi-
das y espesores especiales puedan ser fabricados bajo 
encargo  para adaptarse a  los requerimientos de los cli-
entes, en bajo volumen y precios competitivos.

PERFECTING JACKET THICKNESS FOR HEIDELBERG

M/C Model PCS Reference
OEM PART 
NUMBER

THICKNESS 
(mm)

Speedmaster 
XL 105 CJPHXL105300 F2.581.184N/04 0,300

CJPHXL105305 F2.581.185N/04 0,305

CJPHXL105310 F2.581.186N/04 0,310

CJPHXL105315 F2.581.187N/04 0,315

M/C Model PCS Reference
OEM PART 
NUMBER

THICKNESS 
(mm)

Speedmaster 
SM 102 CJPHSM102255 S8.581.184N/07 0.250-0.255

up to s/n 638053 CJPHSM102260 S8.581.185N/07 0.256-0.260

CJPHSM102265 S8.581.186N/07 0.261-0.265

CJPHSM102270 S8.581.187N/07 0.266-0.270

M/C Model PCS Reference
OEM PART 
NUMBER

THICKNESS 
(mm)

Speedmaster 
SM 102 CJPHSM102300 S9.581.184N/07 0.295-0.300

after s/n 638054 CJPHSM102305 S9.581.185N/07 0.301-0.305

CJPHSM102310 S9.581.186N/07 0.306-0.310

CJPHSM102315 S9.581.187N/07 0.311-0.315

M/C Model PCS Reference
OEM PART 
NUMBER

THICKNESS 
(mm)

Speedmaster 
SM 74 CJPHSM74300 M2.581.184N/05 0.295-0.300

CJPHSM74305 M2.581.185N/05 0.301-0.305

CJPHSM74310 M2.581.186N/05 0.306-0.310

CJPHSM74315 M2.581.187N/05 0.311-0.315

M/C Model PCS Reference
OEM PART 
NUMBER

THICKNESS 
(mm)

Speedmaster 
SM 52 CJPHSM52300 G2.581.184N/05 0.295-0.300

CJPHSM52305 G2.581.185N/05 0.301-0.305

CJPHSM52310 G2.581.186N/05 0.306-0.310

CJPHSM52315 G2.581.187N/05 0.311-0.315

WHERE TO LOCATE THICKNESS OF JACKETS:
The exact thickness of Jackets is located at the lead edge 

impression cylinder on the drive side! 

Check one of your jackets size.
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Perfecting Jackets                                            DURAPRESS 

PERFECTING JACKETS CONFIGURATION FOR KOMORI PRESSESPERFECTING JACKETS CONFIGURATION FOR KOMORI PRESSESPERFECTING JACKETS CONFIGURATION FOR KOMORI PRESSESPERFECTING JACKETS CONFIGURATION FOR KOMORI PRESSESPERFECTING JACKETS CONFIGURATION FOR KOMORI PRESSESPERFECTING JACKETS CONFIGURATION FOR KOMORI PRESSESPERFECTING JACKETS CONFIGURATION FOR KOMORI PRESSES

KEY TO CYLINDERS:KEY TO CYLINDERS:

Cylinder with Cylinder with Conversion Cylinder
Perfecting JacketPerfecting Jacket Metalised JacketMetalised Jacket

Jackets Quantity

KOMORI LⅡ－240 (Single Cylinder Conversion）KOMORI LⅡ－240 (Single Cylinder Conversion）KOMORI LⅡ－240 (Single Cylinder Conversion）KOMORI LⅡ－240 (Single Cylinder Conversion） 1 Piece Perfecting

Conversion

KOMORI L-40P (Lithrone－40″ Conversion）KOMORI L-40P (Lithrone－40″ Conversion）KOMORI L-40P (Lithrone－40″ Conversion）KOMORI L-40P (Lithrone－40″ Conversion） 8 Pieces Perfecting
2 Pieces Metalised

Conversion Metalised
　　　　

KOMORI LS-40P（Lithrone－40″ LS Type Perfector）KOMORI LS-40P（Lithrone－40″ LS Type Perfector）KOMORI LS-40P（Lithrone－40″ LS Type Perfector）KOMORI LS-40P（Lithrone－40″ LS Type Perfector） 8 Pieces Perfecting

Conversion

KOMORI L-40SP（Lithrone－40″ Super Perfector SP）KOMORI L-40SP（Lithrone－40″ Super Perfector SP）KOMORI L-40SP（Lithrone－40″ Super Perfector SP）KOMORI L-40SP（Lithrone－40″ Super Perfector SP） 14 Pieces Perfecting
2 Pieces Metalised

　　Metalised　　Metalised

KOMORI LS-40SP (Lithrone－40 LS Type Super Perfector）KOMORI LS-40SP (Lithrone－40 LS Type Super Perfector）KOMORI LS-40SP (Lithrone－40 LS Type Super Perfector）KOMORI LS-40SP (Lithrone－40 LS Type Super Perfector）KOMORI LS-40SP (Lithrone－40 LS Type Super Perfector） 14 Pieces Perfecting
2 Pieces Metalised

　　Metalised　　Metalised

KOMORI L-44SP (Lithrone－44″super perfecting Press）KOMORI L-44SP (Lithrone－44″super perfecting Press）KOMORI L-44SP (Lithrone－44″super perfecting Press）KOMORI L-44SP (Lithrone－44″super perfecting Press） 14 Pieces Perfecting
2 Pieces Metalised

        Metalised        Metalised

KOMORI LS－244SP（Lithrone－40″expanded by an inch Type 44″ -KOMORI LS－244SP（Lithrone－40″expanded by an inch Type 44″ -KOMORI LS－244SP（Lithrone－40″expanded by an inch Type 44″ -KOMORI LS－244SP（Lithrone－40″expanded by an inch Type 44″ -KOMORI LS－244SP（Lithrone－40″expanded by an inch Type 44″ - 6 Pieces Perfecting
 only for 2/2 ) 2 Pieces Metalised

      Metalised

PERFECTING JACKETS CONFIGURATION FOR KOMORI PRESSES
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