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DURAPERF
 Perforating Rules
 Reglas de 

Perforación

 DURAPERF  Perforating Strips enable 
perforating, cutting and creasing operations to 
be carried out during the Litho Printing Process. 
Both Side and Centre Perforating Rule styles are 
available.

 A P P L I C AT I O N

● Perforating, Cutting and Creasing can be carried out 
during the printing operation, on the smaller sheet fed 
press, with the use of DURAPERF  Perforating Strips 
on both Paper and Card.

R A N G E

● SIDE PERFORATING RULE – perforates, cuts & 
creases on the edge of the Perforating Rule.

● CENTRE PERFORATING RULE – perforates, cuts & 
creases in the middle of the Perforating Rule

Q U A L I T Y

● Long lasting and resistant to damage to cutting edge.
Quick and easy to change to suit the print job.

AVA I L A B I L I T Y

●Side and Centre Perforating Rules are available in 
boxes of 1.8 and 6 metre length.

●The product range is specifi cally available for both 
paper and card applications.

 Tiras DURAPERF para procesos de perforado, 
corte y hendido llevados a cabo durante el proceso 
de Impresión Litográfi ca. 

 Range - Centre and Side Perf

 3 teeth per inch  Paper QUALITY – use with paper and thin

 6 teeth per inch  card up to 200g/m2

 8 teeth per inch

 12 teeth per inch  Card QUALITY – use with card up to

 16 teeth per inch  300g/m2

 35 teeth per inch (Paper only)

 50 teeth per inch (Paper only)   Available in boxes of 1.8 metres or 6

 Cut   metres

 Crease

Perfecting Jackets                                            DURAPRESS 
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 H O W  TO  U S E
● There are a number of methods of applying Perforating 
Rules to the Impression Cylinder. Ensure any grease 
or oil is removed and the surface is dry before 
APPLICATION and that an Impression Cylinder Jacket is 
fitted (subject to press specification). 

● To apply the Perforating Rule directly to the Impression 
Cylinder:

1.Ink and turn one printing cycle without paper to trans  
fer the image to the Cylinder.
2.Measure and cut the rules to the required rength.
3.Remove the paper backing to expose the adhesive 
surface.
4.Align the rule on the Cylinder using the printed image 
as a guide.
5.Press down firmly on the rule and secure in position 
with the clear adhesive tape.
6.Adjust (back off) impression pressure making sure that 
press parts clear the rule.
7.The fitting of a used printing blanket may be preferred 
in the event that rule leaves an impression after use.

Perforating Rules                                                     DURAPERF          

 A P L I C A C I Ó N
● Perforación, Corte y Hendido pueden llevarse a 
cabo durante el proceso de impresión con las tiras 
DURAPERF, especialmente en pequeñas  prensas, tanto 
en papel como en cartón.

G A M A

● TIRAS DE PERFORACIÓN LATERAL – perforaciones, 
cortes y hendidos en el borde de la tira de Perforación.        

               

                                                     
● TIRAS DE PERFORACIÓN CENTRAL – perforacio-
nes, cortes y hendidos en el centro de la Tira o Matriz de 
Perforación. 

C A L I D A D

● Filo de corte de resistente y de larga duración.

● Rápido y fácil de cambiar adaptándose a cualquier tra-
bajo de impresión.

D I S P O N I B I L I D A D 

● Tiras de Perforación Laterales y Centrales están dis-
ponibles en cajas de 1.8 y 6 metros de longitud.

● La gama del producto está especialmente disponi-
ble tanto para aplicaciones de papel como cartón.         

C O M O  U S A R

● Asegúrese de que cualquier resto de grasa o aceite 
es eliminado y que la superficie está seca antes de la 
aplicación, además de que  el Cilindro de Impresión esté 
protegido con una Chaqueta de Cilindro. 

● Aplicar la tira directamente sobre el Cilindro de 
Impresión:
1.Active un ciclo de impresión sin papel para transferir la 
imagen al  cilindro.
2.Mida y corte las tiras a la longitud requerida.
3. Extraiga el  papel para aplicar la tira adhesiva.  
4.Alineé la  tira en el Cilindro usando la imagen impre sa 
como guía.
5.Presione firmemente sobre la tira asegurándola con la 
cinta adhesiva.
6.Ajuste la presión de impresión.
7.La instalación de una mantilla de impresión usada 
puede ser preferible en el caso de que la tira deje una 
impresión después de su uso.
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DURAPERF                                                    Perforating Rules
CENTRE PERFORATING RULE PRODUCT CODES

PCS Reference Application Description Length Old Reference

COPC001A Paper 3 TPI 1.8m OP001A
COPC002A Paper 6 TPI 1.8m OP002A
COPC003A Paper 8 TPI 1.8m OP003A
COPC004A Paper 12 TPI 1.8m OP004A
COPC005A Paper 16 TPI 1.8m OP005A
COPC006A Paper Slit 1.8m OP006A
COPC007A Paper Crease 1.8m OP007A
COPC008A Card 3 TPI 1.8m OP008A
COPC009A Card 6 TPI 1.8m OP009A
COPC010A Card 8 TPI 1.8m OP010A
COPC011A Card 12 TPI 1.8m OP011A
COPC012A Card 16 TPI 1.8m OP012A
COPC013A Card Slit 1.8m OP013A
COPC014A Card Crease 1.8m OP014A
COPC001 Paper 3 TPI 6m OP001
COPC002 Paper 6 TPI 6m OP002
COPC003 Paper 8 TPI 6m OP003
COPC004 Paper 12 TPI 6m OP004
COPC005 Paper 16 TPI 6m OP005
COPC006 Paper Slit 6m OP006
COPC007 Paper Crease 6m OP007
COPC008 Card 3 TPI 6m OP008
COPC009 Card 6 TPI 6m OP009
COPC010 Card 8 TPI 6m OP010
COPC011 Card 12 TPI 6m OP011
COPC012 Card 16 TPI 6m OP012
COPC013 Card Slit 6m OP013
COPC014 Card Crease 6m OP014

COPCMC1A Paper  MICRO 35 TPI 1.8m OPMC1A
COPCMC2A Paper  MICRO 50 TPI 1.8m OPMC2A
COPCMC1 Paper  MICRO 35 TPI 6m OPMC1
COPCMC2 Paper  MICRO 50 TPI 6m OPMC2

SIDE PERFORATING RULE PRODUCT CODES

PCS Reference Application Description Length Old Reference

COPS999A Paper 3 TPI 1.8m OP999A
COPS998A Paper 6 TPI 1.8m OP998A
COPS997A Paper 8 TPI 1.8m OP997A
COPS996A Paper 12 TPI 1.8m OP996A
COPS995A Paper 16 TPI 1.8m OP995A
COPS994A Paper Slit 1.8m OP994A
COPS993A Paper Crease 1.8m OP993A
COPS992A Card 3 TPI 1.8m OP992A
COPS991A Card 6 TPI 1.8m OP991A
COPS990A Card 8 TPI 1.8m OP990A
COPS989A Card 12 TPI 1.8m OP989A
COPS988A Card 16 TPI 1.8m OP988A
COPS987A Card Slit 1.8m OP987A
COPS986A Card Crease 1.8m OP986A
COPS999 Paper 3 TPI 6m OP999
COPS998 Paper 6 TPI 6m OP998
COPS997 Paper 8 TPI 6m OP997
COPS996 Paper 12 TPI 6m OP996
COPS995 Paper 16 TPI 6m OP995
COPS994 Paper Slit 6m OP994
COPS993 Paper Crease 6m OP993
COPS992 Card 3 TPI 6m OP992
COPS991 Card 6 TPI 6m OP991
COPS990 Card 8 TPI 6m OP990
COPS989 Card 12 TPI 6m OP989
COPS988 Card 16 TPI 6m OP988
COPS987 Card Slit 6m OP987
COPS986 Card Crease 6m OP986

COPSMS5A Paper  MICRO 35 TPI 1.8m OPMS5A
COPSMS6A Paper  MICRO 50 TPI 1.8m OPMS6A
COPSMS5 Paper  MICRO 35 TPI 6m OPMS5
COPSMS6 Paper  MICRO 50 TPI 6m OPMS6

Pag. 99 www.pcsman.com



CATALOGue

CATÁLOGO 
Consumibles para Impresión 
Consumibles para Post-impresión
Químicos para Impresión

CATALOGUE
Pressroom Consumable
Post press Consumable
Pressroom Chemical

KATALOG 
Verbrauchsmaterialien für Druckerei
Verbrauchsmaterialien für Post Druckerei
Chemie für Druckerei

catalogue
Consomables pour l’impression
Consomables Post-impression
Produits Chimiques pour impression

DRUPA 2016

NEW WEB

T. +34 968 63 64 65
F. +34 968 63 64 66
Parque Industrial Alhama
Avda Suecia 4-9
30840 Alhama de Murcia
Murcia - SPAIN

PCS GLOBAL DISTRIBUTION CENTRES

· SPAIN (EUROPE) 
· HONG KONG

· USA




